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DESIGN SPECIFICATIONS

Exotic Alloy Materials Available
Consult Factory.

Soft Seat class, Bubble Tight

STANDARDS OF COMPLIANCE



Standard Seat: RPTFE
Standard Steam Packing: PTFE
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NAME

Body

Disc

Seat

Stem

Taper Pin

Stem
Bushing

Thrust Ring

Thrust Plate

Gasket

Gland
Bushing

MATERIAL

A216 Gr. WCB A351 Gr. CF8 A351 Gr. CF8M

PTFE / MPTFE /  RTFE / Metal Seat (Inconel)  

613F .rG 281A403F .1A  A6F . A6F .rG 281A

A182 Gr. F316L

A351 Gr. CF8      A3 . CF8M    

B-Woven Fabric Metal

PTFE/Graphite TFE           

A351 Gr. CF8M

B-Woven Fabric Metal

       PTFE TFE    GRA TE 

A351 Gr. CF8M

A182 Gr. F316

        A216 Gr. WCB  A351-CF8

A216 Gr. WCB A351 Gr. CF8 A351 Gr. CF8M

304 SS

A240 Gr. 304

304 SS

304 SS

A240 Gr. 304

A351 Gr  . CF8 A351 Gr. CF8M

Retainer
Ring

Gland
Packing

Anti-Blow-Out
Pin

Gland
Flange

Bottom

BOLT

WASHER

NUT

STUD

BELLEVILLE 
SPRINGS

Cover

Consult Factory for Options

Other Seat Options: , UHMWPE
1
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Unique 
Stem Sealing
System



910-738-2866

State of the Art Designs
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SIZE
L L1 D D1 H1 H2 H3 S1 d1

S
1SO

Weight

Wafer Lug Flange(b*h)
d

in mm

BL 31

BW631

BW73

8

SIZE
L L1 D D1 H1 H2 H3 S1 d1

S
1SO

Weight

Wafer Lug Flange(b*h)
d

in mm



Lug Type BL631
BL731

Wafer Type BW631
BW731
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100%

90%

80%

70%

60%

50%

40%

30%

20%

10%

0%
0° 10° 20° 30° 40° 45° 50° 60° 70° 80° 85° 90°

100%

90%

80%

70%

60%

50%

40%

30%

20%

10%

0%
0° 10° 20° 30° 40° 45° 50° 60° 70° 80° 85° 90°

SIZE

mm inin

SIZE

mm inin

Upgrade Your Valve
with these Easy to Install
Repair Kits.

Flow Coefficients & Technical Data
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Pr
es

su
re

, P
si

Temperature, °F

800

700

600

500

400

300

200

100

200
300

400
500

600
700

800
900

1000
-20 to 100

Class 150 LB - General - PTFE Soft Seat
Class 150 LB - General - RPTFE Soft Seat
Class 150 LB - WCB - Alloy Inconel Metal Seat
Class 150 LB - CF8/CF8M - Alloy Inconel Metal Seat
Class 150 LB - CF3M - Alloy Inconel Metal Seat

Class 300 LB - General - PTFE Soft Seat
Class 300 LB - General - RPTFE Soft Seat
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